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Motorized Chalk Line Apparatus And Methods Of Using Motorized Chalk Line Apparatus 
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Attaching The Chalk Line To The Spool 

± 

Coupling The First Side Of The Spool To The First Stub Axle 

i J 
Coupling The Second Side Of The Spool To The Second Stub Axle 

i ' 

Providing An Outward Opening In The Spool Compartment Through Which The Chalk Line Travels 

* 

Gearing The Spool To Engage The Drive 

* 

Positioning The Chalk Reservoir Proximate To The Spool Compartment's Outward Opening 

± 

Enclosing The Spool Compartment And The Chalk Reservoir In The Housing, Wherein The Housing 
Includes An Exit Aperture For The Chalk Line, An Opening For Filing The Chalk Reservoir And A 

Switch For Activating The Drive 

* '. 

Unking The Switch To The Drive 

4. 

Supplying Chalk To The Chalk Reservoir 

± 

Pulling The Chalk Line Through The Exit Opening 

± 

Engaging The Switch 

* 

Battery-Powering The Drive To Reel In The Chalk Line 
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Attaching The Chalk Line To The Spool 

± 

Coupling The First Side Of The Spool To The First Stub Axle 

i _ 
Coupling The Second Side Of The Spool To The Second Stub Axle 

+ 

Providing An Outward Opening In The Spool Compartment Through Which The Chalk Line Travels 

± 

Gearing The Spool To Engage The Drive 

± 

Positioning The Chalk Reservoir Proximate To The Spool Compartment's Outward Opening 

Enclosing The Spool Compartment And The Chalk Reservoir In The Housing, Wherein The Housing 
Further Includes An Exit Aperture Through Which The Chalk Line Passes, An Opening For Filing The 
Chalk Reservoir And A Switch For Activating The Drive 

Linking The Switch To The Drive 

± 

Supplying Chalk To The Chalk Reservoir 

Pulling The Chalk Line Through The Exit Opening 

± 

Agitating The Chalk Line After The Chalk Line Has Been Pulled Out Of The Exit Opening And Prior To 

Engaging The Switch 

Engaging The Switch 

* 

Battery-Powering The Drive To Reel In The Chalk Line 
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Attaching The Chalk Line To The Spool 

± 

Coupling The First Side Of The Spool To The First Stub Axle 

i 

Coupling The Second Side Of The Spool To The Second Stub Axle 

4> 

Providing An Outward Opening In The Spool Compartment Through Which The Chalk Line Travels 

* 

Gearing The Spool To Engage The Drive 

* 

Positioning The Chalk Reservoir Proximate To The Spool Compartment's Outward Opening 

Enclosing The Spool Compartment And The Chalk Reservoir In The Housing, Wherein The Housing 
Further Includes An Exit Aperture Through Which The Chalk Line Passes, An Opening For Filing The 
Chalk Reservoir And A Switch For Activating The Drive 

Linking The Switch To The Drive 

1 i 

Supplying Chalk To The Chalk Reservoir 

± 

Pulling The Chalk Line Through The Exit Opening 

± 

Agitating The Chalk Line After The Chalk Line Has Been Pulled Out Of The Exit Opening And Prior To 

Engaging The Switch 

* 

Engaging The Switch 

* 

Battery-Powering The Drive To Reel In The Chalk Line 

± 

Recharging The Battery 



